- 18 mt.rails and a post is standard. For TIR Truck washing 22-24 mt.
Rails and 3 post system is required

Optional Accessories

- Robo-wash (80 bar pressure, pre wash equipment including pump)
- Fixed drying system ]
- Chassis wash it
= LCD Operating panel for setting values and diagnostics. xore
- Caterpillar type post and cables
- Automatic winter drainage
- Traffic lights
- Magnetic Card Reader or Coin operated start
- Foarn application system
- Automatic Start with photocells
- Water Softener
- Wwax Arch
- Prewash Arch
- 2amtrails with 3 post system for long vehicles like TIR Trucks
TECHNICAL SPECIFICATIONS uNIT w 370 w 420 w 460
Max. i idth™ cm. 460 460 460
Max. inc Hleight cm. 460 510 550
Max. Washing Height cm. 370 420 460
Max. Width cm. 270 270 270
Rail Gauge cm. - 410 410 410
Rail Length m. a 18 - 24+* 18 - 2a%*
Power Installed w 4,5 4,5
Washing time™ o+ m / min. 6.0 6,0
Water Pressure Bar 3,5 3, 3,5
Water Requirements = It /wehicle | It x arac boyu | It x arac boyu | It x arac boyu
Electric Requirement KWh/wehicle 0,15 0,15 0,15
Shampoo Requ gr /wehicle 30 - 60 30 - 60 30 - 60
h e usage of chanal (ransporting system for hoses and

www.alkonesuperclean.com // sales@alkonesuperclean.com
Sales Tel 966597008032 / 966564642874 show room 966722062607
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